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180.    The  contractor shall  furnish  one steam   indicators, indicator for each steam cylinder and three indicators
for the main pumps, and one indicator for the ah pumps. The indicators shall be the Thompson, Crosby or Tabor.
181.    Each steam cylinder, main and air pumps of the two engines shall be provided with permanent piping, fixtures and motion appliances for attaching and   working   the   indicators.    All   valves,   cocks, pipes and appliances for the attachment of the indicators to the steam  cylinders and pumps shall be made of composition, of ample size and complete in every respect.
182.    All journals must be provided with sight-  on feed oil cups.    There shall also be brass drip pans     ctc" or pockets at all journals and oiling places to catch lubricants.
183.    The steam cylinders shall be fitted with sight-feed lubricators.
184.    There   shall   be  valves,   pipes and drip pans at all places where necessary, for receiving and conveying water from stuffing boxes, etc.
185.    The contractor shall furnish an extra set of suction valves and an extra set of discharge valves with all parts complete.
REPAIRS.
186.     Near the end of the year of probation, the Water Commissioner will make an examination of the engines, and any part or detail found to be defective or injured through excessive wear, overstrain, bad material or faulty design, shall be  replaced by the contractor, at his own cost and expense, to the satisfaction of the water commissioner.
The said part of the first part further agree Q that all the work contemplated and described in this contract and the foregoing specifications, shall be done in accordance with the general drawings approved by, and on file in the ollice of, the board of public improvements, and with the detail working drawings submitted to and approved by the Water Commissioner. It is further agreed that the drawings and specifications form a pnrt of this contract, and that, if any discrepancies appear between any of the drawings and the specifications, or between any of the several drawings in themselves, such discrepancies shall be adjusted by the contractor to the satisfaction of the Water Commissioner. And it is

